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SITE SPECIFIC NOTES;

PROJECT DEPTHS AND SOUNDINGS ARE
REFERRED TO LOW WATER DATUM OF 569.2
FEET. HORIZONTAL CONTROL 1S REFERRED
TO NEW YORK WEST ZONE.

PROJECT DEPTHS:
6.0 FEET - MODRING BASIN AND DOCK FRONT CHANNELS

INNER CHANNEL-NOT MAINTAINED

Scaling nay be distoried.

8.0 FEET - ACCESS CHANNELS
16.0 FEET - INNER CHANNEL STA. 45+19 TO STA. 73+07
17.0 FEET - OUTER CHANNEL STA. 40+50 TO STA. 45+19

THE FILES USED IN THE PREPARATION OF
THIS DRAWING ARE ON DISK: HARBOR 2002
FILES: DUKLP02.DGN

DUKO2P ., DGN

General Notes

SOUNDINGS TAKEN BY M. ROSIERE AND PARTY

ALL SOUNDINGS FOR THE DUNKIRK OUTER AND INNER
HARBORS ~WERE TAKEN FROM MARCH 29, 2002
THROUGH MAY 8, 2002.

This draving vas prepared using a CADD sysien.
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USACE-BUFFALO
This is the Dunkirk Harbor 2002 Project Condition drawing sheet 1 of 2 and covers the inner harbor and the outer harbor to the power plant. The surveys were taken March through May 2002.


